
IP 68 

Amphenol LTW

Cable Gland / LED Indicator / RF / Fiber Op�cs

RF N Type

Cable Gland

LED Indicator

X-Lok

Ceres

FLO
HS-Lok

M Series

RJ 45

FICX / Cable Joiner

Spec.
Size Pin # Current 

Ra�ng
Opera�ng 

Temperature

Mini
(A Size) 2P~6P 2A~5A

Receptacle
-40°C~105°C 

Receptacle W/ Wires
-20°C~80°C

Overmolded Cable
-20°C~80°C

Field Installable
-40°C~105°C 

Standard
(B Size) 2P~12P

2A~10A
5A+2A

10A+5A

Middle
(C Size) 2P~18P

2A~20A
5A+2A

10A+5A
10A+2A

Large
(D Size) 2P~22P

2A~20A
20A+2A
20A+5A

Macro
(E Size) 31P 5A

Others 2P~7P 5A~10A
10A+5A

Spec.
Type Pin # Current 

Ra�ng
Opera�ng 

Temperature

PG11 / UL11

2P~5P

10A~20A

-40°C~105°C

PG12 / UL12 8A~20A

PG13 / UL13 8A~20A

PGT2 / ULT2 10A~20A

M20 4P

M32 4P

Spec.
Series

Opera�ng 
Temperature

Cable Gland

-40°C~105°CRF

Fiber Op�cs

LED Indicator -40°C~80°C 

Spec.
Size Pin # Current 

Ra�ng
Opera�ng 

Temperature

M8 / G8 2P~6P 1.5A~3A

Receptacle
-40°C~105°C

Overmolded Cable
PVC -20°C~80°C  
PUR -20°C~85°C  

Field Installable
-40°C~105°C

M10.5 2P~5P 2A

M12 A Code 2P~12P 1.5A~4A

M12 B Code 3P~5P 4A

M12 D Code 3P~5P 4A

M12 I Code 5P 4A

M12 S & T Code 4P 12A

M12 X Code 8P 0.5A

M12 K & L Code 5P 12A(16A)

M20 2P~14P 5A~20A

M23 6P 28A

Spec.

Spec.
Series Pin # Current 

Ra�ng
Opera�ng 

Temperature

B Series

2P~64P 1.5A~25A

Receptacle 
-40°C~125°C

Overmolded Cable
-20°C~80°C

Field Installable 
-40°C~125°C

K Series

Spec.
Type Pin # Current 

Ra�ng
Opera�ng 

Temperature

Q8D 

2P~6P 

5A

-40°C~105°CQ8U 2A

Q8DU 5A+2A

Spec. Transmission
Speed POE Opera�ng 

Temperature

Cat. 5e Up To 1Gbps 60W/2A
Receptacle
-20°C~80°C
Overmolded Cable
-20°C~80°C

Field Installable
-40°C~105°C 

Coupler
-40°C~105°C 

Cat. 6A Up To 10Gbps N/A

R

Fiber Op�cs

IP 50 IP 68 

10A~30A

10A~30A

RF SMA Type

RoHS REACH

(IP 50)

(IP 68)

Spec.

Size
Pin #

Current 
Ra�ng

Opera�ng 
Temperature

Mini
(A Size) 2P~8P 2A~12A Receptacle 

-40°C~105°C 

Overmolded Cable
Date -20°C~80°C 
Power -20°C~105°C  
Hybrid -40°C~105°C  

Field Installable
-40°C~105°C

Standard
(B Size) 2P~8P 5A~10A

10A+5A

Middle
(C Size) 2P~12P 5A~20A

10A+5A

Large
(D Size) 2P~18P 5A~20A

20A+5A

R

UL 1977IP 66/67

IP 68     UL 1977
UL 2238+50e

R

UL 2238

IP 67/68

IP 67/68

RoHS REACH
R

UL 1977

R

UL 2238 + 50e

IP 65/68/69K
        IEC
61076-2-101

IP 67       TIA/EIA-568 
(Transmission Rate)

RoHS REACH

RoHS REACH

RoHS REACH

RoHS REACH

RoHS REACH

RoHS REACH



Agriculture & Farm Automa�on

HDMI

DVI

D-Sub

Mass Rapid Transit

Renewable Energy

Robo�cs
Robot Pool Cleaner

RBL

Power

NMEA 2000

Vent

SSLUSB

DVI / HDMI / D-Sub

Spec.

Series
Membrane Material Opera�ng 

Temperature

M6x0.75 

Hydrophobic
Oleophobic

Thermoplas�c

-40°C~125°CM12x1.5 
Thermoplas�c

Metal
Stainless

Snap-in Thermoplas�c

Spec.
Size Pin # Current 

Ra�ng
Opera�ng 

Temperature

Middle
(C Size) 2P~9P 5A~10A

Receptacle W/ Wires 
-40°C~105°C 
Overmolded Cable 
Data -20°C~80°C  
Power -20°C~105°C  
Hybrid -40°C~105°C  
Field Installable 
-40°C~105°C 

Large
(D Size) 2P~18P 5A~20A

Spec.
Type Pin # Current 

Ra�ng
Opera�ng 

Temperature

PWE 5P~7P 8A
Receptacle 
-40°C~105°C

Overmolded Cable
-20°C~80°C

Field Installable

PWF 2P~4P 12A

PWG 4P 16A

PWC 3P 20A

PWCU 4P~12P 20A+2A

PWH 3P~5P 25A

PWL 3P 30A

Spec.
Series Pin # Current 

Ra�ng
Opera�ng 

Temperature

SSL 1.1 2P~6P 3A

-40°C~105°C

SSL 1.2 2P~4P 5A

SSL 1.3 1P 5A

SSL 2.1 2P 12A

SSL 2.3 2P 3A

Spec. Transmission
Speed

Current 
Ra�ng

Opera�ng 
Temperature

USB 2.0
(Type A / B) 1.5A Receptacle  

PA:-20°C~105°C
M-PPE:-40°C~105°C

Receptacle W/ Wires 
PA:-20°C~105°C
ABS:-20°C~80°C

Overmolded Cable

USB 3.0 
(Type A) Up To 5Gbps 1A

Mini USB
(Type B) Up To 480Mb/s 1.5A

Micro USB
(Type AB) Up To 480Mb/s 1A/1.8A

USB 3.1
(Type C) Up To 10Gbps 3A~5A

Spec.
Series Pin # Current 

Ra�ng
Opera�ng 

Temperature

DVI 19P~29P 1.5A Receptacle

Overmolded CableHDMI 19P 0.5A

Standard 9P~50P 5A
Receptacle  
-40°C~105°C

Overmolded Cable 

Field Installable
-40°C~105°C

High Density 15P~78P 2A

Up To 480Mb/s

-20°C~80°C

ABS:-20°C~80°C

-20°C~80°C

-20°C~80°C

-20°C~80°C

IP 68/69K 

IP 67/68 

IP 67/68 

-40°C~105°C

10A+5A

20A+5A

RoHS REACH

RoHS REACH

RoHS REACH

RoHS REACH

RoHS REACH

SSL 2.1 SSL 2.3

SSL 1.3

SSL 1.1 SSL 1.2

Ceres

D-Sub

D-Sub

Spec.
Series Pin # Current 

Ra�ng
Opera�ng 

Temperature

Micro

4P~5P

4A
Receptacle
-40°C~85°C
Overmolded Cable
PVC -20°C~80°C 
PUR -20°C~85°C 
Field Installable
-40°C~105°C 

Mini 8A

IP 67/68

IP 67/68 

R

UL 1977

IP 67/68 

R

UL 1977

IP68
(SSL 1.2)

IP50 cUL

R

     UL 1977
UL 2238 + 50e

5P

RoHS REACH

RoHS REACH


