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m Application: In-rush current limiting

m Structure and dimensions
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Unit: mm
D Li Fi F2 T d
Max 13.0 | Minl7 T.071 ao—1.5 | Max5.5 0.8=0.05

Coating material: Phenolic resin
Lead material: Tinned cooper clad wire
Body color: Black

m Electrical characteristics
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Item Symbol Test condition Normal Unit

Resistance at 25°C Ro2s Ta=25+0.05C 30 +-20% Q
Pr=0.Imw

Max. steady current Imax 1.35 A

B value Bas/so Ry 1 1 3000+/-10% k
B—LNE ( T =" F

Dissipation factor c Ta=25+0.5C =15 mw/C

Thermal time constant T Ta=25+0.5C <52 sec

Isolating resistance / / =500 MQ

Operating  temperature | / / -40-120° C T

range

m Mechanical characteristics

Item Technical requirement Test condition and method/ standard
Put the terminal stained with softsolder in liquid of solder of
Solderability test Soldering saturation | 230+£5°C for. 2i.O.SS. Thq distance between the body NTC
should be over 95% bottom and liquid surface is 2-2.5mm.

IEC60068-2-20 Ta /GB2423.28 Ta
Put the terminal in the liquid of tin tank of 260+5 C for

Solder heat resistance No visible damage 10+£1S. The distance between NTC body bottom and liquid
test AR/R25<+2% surface is 2-2.5mm.
IEC60068-2-20 Tb/GB2423.28 Tb
Terminal  tensile No peeling off Ua test: stretching force 20N for 10S;
AR/R25<+2% Ub test:bending at angle of 90 with stregth of SN,twice
strength test IEC60068-2-21 / GB2423.29 U test
m Reliability test
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Steady Hygrothermal

At temperature of
40+2°C relative  humidity
93+3%, for 48+2
hours,then 1 hour at
normal Environment

No visible damage, marking is clear,no puncture or overflash,
isoating resistance>500MQThe biggest change in resistance

values in the rate of less than + 25%

Current surge

Thermistor allows the
current surge of 2000
times,which is the
Max.stable current,on 15
seconds

The biggest change in resistance values in the rate of less than +
15%

H Resistance-temperature curve&voltage-current curve
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Resistance-Temperature Curve Resistance
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Voltage-Current Curve Voltage
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